
SD1000S

True Flat
4:3 Ratio

Sunlight Readable IPS Panel

1024 x 768 Resolution

Interface: USB or VGA

Projective capacitive touch as option

Pole type or solid stand or VESA 75*75 mm mounting

White or black chassis

USB interface provides a single-cable solution combines power, 

video, and touch

IPS panel with 300 Nits brightness

With ST-108 Stand Tilt Adjustable

OVERVIEW

TOUCHSCREEN
MONITOR9.7”

ICS Οθόνη Πελάτη 9.7'' USB

    Με κολόνα 
           ή 
   βάση stand

ST108 STAND TYPE Κολόνα με περιστροφή

Εργονομικός σχεδιασμός.

Καλύτερη εξυπηρέτηση των πελατών και των επισκεπτών. 

Ανάγνωση υπό το φώς του ήλιου με IPS Panel. 

Συνδεσιμότητα USB.

Ιδανικές για όλα τα καταστήματα και τους 
εμπορικούς οργανισμούς.

ICS 9.7" LCD USB Οθόνη Πελάτη



SPECIFICATION

SD1000S 9.7” LCD MONITOR
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Display Size 9.7 inch  (4:3)

Interface USB VGA

Resolution 1024 x 768

Power Source 5V USB  X 2   or 
5V USB + DC 5V Adapter DC 12V Adapter (1500mA)

Power Consumption 5V / 1100mA
12V / 450mA 12V / 300mA

Display Area 196.6(H) x 147.4(V) mm 

Display Type TFT-LCD (Digital-Panel) (IPS)

Backlight LED

White Luminance 300 cd/m2 ~ 350 cd/m2

Response Time 20 msec (Rising+Faling)

Viewing Angle 178° (Horizontal)/178° (Vertical)

Temperature 0° C~40° C (Operating)

Physical Dimension 241.9(L) x 186.4(W) x 18.4(D) mm (Monitor Only)

EMC / Safty Standards FCC, CE

Touch Panel Specification (Option)

Touch Function Projective Capacitive Multi Touch

Input Method Finger

Interface USB

Glass Type Toughened Glass

Optical Characteristics Transparency ﹥ 85%

2 WAYS TO USE

01

WITH BASE

02

WITH BRACKET
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ICS Οθόνη Πελάτη USB


