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MSR100 Magnetic Stripe Card Reader

PCB size Length:90mm, Width: 26mm, Height:28mm
Weight 100g
CPU 8bit MCU
h‘\
Electrical DC 5V £5% 65mA
" ISO Standard Trackl 210bpi, 79 Alphanumeric Characters

Track2 75bpi, 40 Numeric characters
Track3 210bpi, 107 Numeric characters

Performance Swipe direction: Bidirectional

Free plastic rail/ Magnetic slot: Yes
Card thickness: Plastic 0.76 + 0.08mm
Error rate: Less than 0.5%

Head function: Read only 1.5mm

Features With indication of light
Low power consumption, good compatibility
Easy Programmable

Cards Standard ISO, AAMVA, CADMV
0S MAC, Windows XP, Windows 7, Vista, Android
Communication USB

Lifetime of Header 800,000 card passes (1 pass one swipe)

Temperature Operating Temperature: -10~50 C

Humidity Relative Humidity: -20 %~ 70 % rh

WWW.ics.gr




	Διαφάνεια 1: Αναγνώστης Μαγνητικών Καρτών
	Διαφάνεια 2:     ICS ΚΑΡΑΦΥΛΛΗΣ Α.Ε. ΣΥΣΤΗΜΑΤΑ ΠΛΗΡΟΦΟΡΙΚΗΣ & ΕΞΟΠΛΙΣΜΟΣ ΕΠΕΞΕΡΓΑΣΙΑΣ ΤΡΟΦΙΜΩΝ    

